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an - Transformers, Power 
Three-Phase, Step-Down 

for Distribution Substation Use 
 

Conditions for Acceptance:  “E” - To obtain experience 
         “T”  - Manufacturer to furnish RUS with satisfactory test results 
      (Only performance specifications have been submitted) 
 
 Primary Nominal OA Capacity 
Manufacturer Voltage - kV 750 to 3750 kVA 5 to 30 MVA 
    
Delta Star 34.4 E E 
 43.8 E E 
 67.0 E E 
 115 - E 
 138 - T 
Transformers 5 MVA and larger also accepted as load tap changing transformers using Seimens-Allis 
Types TLS and TLH-21 load tap changers. 
 
Ferranti-Packard 34.4 E T 
 67.0 T E 
 115 - E 
 
GE-Prolec 115 - E 
Transformers 5 MVA and larger also accepted as load tap changing transformers using General Electric 
Types LR72, LR65, and LRT-200 load tap changers. 
 
Hyundai Heavy Industries Co., Ltd. 115       - E 
    
Transformers 5 MVA and larger also accepted as load tap changing transformers using ABB type UZE 
and Reinhausen type RMV-II load tap changers. 
 
Industrias IEM, S.A. de C.V       115 - E 
 
MGM 34.4 E T 
 43.8 E T 
 67.0 T E 
Transformers 5 MVA and larger also accepted as load tap changing transformers using ABB Types 
UTS-A and UTT-B load tap changers. 
 
Pauwels Transformers 34.4 - E 
 67.0 - E 
 115 - E 
 
Uptegraff 34.4 T E 
 43.8 T E 
 
Virginia Transformer 67.0 - E 
 115 - E 
 138 - E 
Transformers 5 MVA and larger also accepted as load tap changing transformers using ABB type UZE 
and Reinhausen type RMV-2 tap changers 
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 an(3.1) 
 June 24, 2004 
 

an - Transformers, Power 
Three-Phase, Step-Down 

for Distribution Substation Use 
 

Conditions for Acceptance:  “E” - To obtain experience 
         “T”  - Manufacturer to furnish RUS with satisfactory test results 
      (Only performance specifications have been submitted) 
 
 
Voltran SA de CV 67.0 - E 
 115 - E 
Transformers 5 MVA and larger also accepted as load tap changing transformers using Reinhausen type 
RMV-II load tap changers. 
 
All acceptances are based on RUS Specification S-3: Specifications for Step-Down Distribution 
Substation Transformers, and 15 kV or 25 kV class secondary voltages. 
 
115 kV and 138 kV transformers may have one step reduced BIL. 


